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PRODUCTS FOR THE BUILT ENVIRONMENT

Tio Smart 230v wifi black
Tio Smart 230v wifi white
Tio Stat 7 day programmable black 
Tio Stat 7 day programmable white
Tio Smart 24v wifi white
Tio Stat 24v 7 day programmable white
Tio E electric underfloor heating 7-day programmable white
Tio E smart wifi electric underfloor heating white

TIOSTA0001
TIOSTA0002
TIOSTA0003
TIOSTA0004
TIOSTA0005
TIOSTA0006
TIOSTA0007
TIOSTA0008



PRODUCT RANGE

Available in Black and White the TioSmart is Tio's premium thermostat. The
TioSmart has the same design and features as the TioStat. The TioSmart is
Wi-Fi enabled and links with Tio Smart home System. 

Available in Black and White the TioStat is Tio's most popular thermostat. Its
sleek design, easy use and affordable price, make its the perfect choice for
any home.

KEY FEATURES 
7 day (5+1+1) Programmable setting
Manual and Programmable modes 
Available in 230/24v 
Holiday Mode 
Child Safety Lock 
Easy Install 

TIO SMART (WIFI) 

Compatible  with  TUYA & Smart Life Apps

TIO STAT PROGRAMMABLE 

TIO E

Available in White the Tio E is Tio's Electric Underfloor Thermostat available
in both 7-day programmable and Smart versions.

All Tio hardwired Thermostats have the same programming functions,
have the same dimensions and perform with same technical data. They
vary between WI-FI compatibility and Hydronic and Electric systems



TECHNICAL DATA

DESCRIPTIONCODE

Sensor：NTC Accuracy：±1℃
Power Consumption：< 1.5W Timing Error：<1％
Power Supply：95 ~ 240VAC, 50 ~60Hz
Current Load：5A（water heating, water/gas boiler), 16A（electric heating)
Shell material：PC+ABS (flame retardant) Dimension： 86x86x13.3mm
Ambient Temp.：0-45℃，5-95％RH
（Non-condensing）
Storage Temp.：-5-55℃ Installation Hole distance: 60mm

Simple installation
Acrylic face plate
Large, backlit display
Sleek, contemporary design
Elegant chrome frame
Feather touch control panel
5+1+1 six period per day programming
Simple, one-touch temperature control over- ride. Pre-set temperatures
maintained within
+/- 1°C Internal and external sensors allow control of
both air and/or floor temperatures
Suitable for installation in a standard single back box.
WIFI/ZIGBEE/MODBUS communication optional

KEY FEATURES



DIMENSIONS



INSTALLER INSTRUCTIONS





CONFIGURATION MENU
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