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3/4" outlets for pipe connection

1" connection outlet

Auto Air Vent (AAV) 

Manifold bracket

Manual valve isolator

6

0-10 bar pressure gauge

Drain/Fill Valve

Flow meter (0-5l/min)1

Product Features

Standard UK distance of 210mm between the flow and return bars.
50mm spacing between each port from the centre point.
1” threaded inlets to house isolation valves.
Pre-assembled on brackets for wall-mounting
Suitable for use with 10mm, 12mm, 16mm and 20mm pipes.



Overview

Our premium underfloor heating manifolds are made from stainless steel and come
pre-assembled (excluding the pressure-gauge) on the bracket for hassle-free
installation.

Upon receiving you manifold, check inside the box and ensure you have all of the
following components required to complete installation.

1 x Auto Air Vent (AAV)
1 x Pair of 1″ Ball Valves
1 x 10 Bar Pressure Gauge
Flowmeters with 0-5 ltrs/min indicators
2 x Drain and Fill Valves

Number of ports 2 3 4 5 6 7 8 9 10 11 12

Manifold length exc
Ball Valves (mm)

180 230 280 330 380 430 480 530 580 630 680

Manifold length inc
Ball Valves (mm)

275 325 375 425 475 525 575 625 675 725 775
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