
Benefits:

Total System Build-up Height before Floor Coverings: 20-25mm (FLO 12) or 40mm+ (FLO 16)
Pipe Size: 12mm (FLO 12) or 16mm (FLO 16)
Pipe Spacings: Variable at 50mm intervals (50, 100, 150, 200mm etc)
FLO 12 Panel Size: 1220 x 820 x 15mm (adhesive-backed)
FLO 16 Panel Size: 1220 x 820 x 18mm (adhesive-backed)
Pipe Recommendation: 12mm or 16mm PE-RT EVOH 5 Layer Pipe

RetroTherm  FLO 12  and FLO 16®

Best for: Retrofit projects with subfloor insulation (FLO 12) and pipe in screed systems where
installing onto a solid substrate (FLO 16)

Versatile - FLO 12 is a great option for renovations where height build-up
is limited but floors are insulated. FLO 16 suits pipe in screed onto concrete

Consistent pipe layout to suit serpentine or concentric designs at variable
pipe spacings - e.g. 50, 100, 150, 200mm etc. This gives flexibility for both 
boiler and low temperature heat sources

Quick install - trays are easily cut and laid. Trays are adhesive-backed
as standard (non-adhesive are available on request)

No need for pipe fixings - pipe is pushed into place securely without the
need for clips. Screed holes ensure a solid bond with the floor

CASTELLATED TRAY
UFH FLOOR SYSTEMS

RetroTherm  FLO 12 & 16®

(Adhesive-backed)

Low
Profile

In open plan living areas, it is best practice not to mix underfloor heating floor system types. Overlays are ideal for
extended living areas where new build floor can be brought up to level and overlay system can be installed throughout.

Follow primer guidelines in installation guide for preparation of floor substrate (for screed trays with screed holes).

If the subfloor is not already insulated, an insulated overlay such as RetroTherm  LITE ®

or Backer Board, may be a better option, to reduce downward heat loss.

Ensure floor substrate is sufficiently level for trays to sit flat - skim problem areas with levelling compound.

Screed used over lower-profile FLO 12 trays must be suitable for thinner applications, or use a self-levelling compound.

A wet screed tray system using castellated panels to hold pipe in place, ready for screeding.

FACT SHEET

Contact us for a project quote!

PLEASE NOTE: Non-standard panel options are available. Please contact us to discuss your specific requirements. 

Considerations:

FLO 12 - Perfect for Retrofits!
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