
RetroTherm LITE and Backer Board® 

Total System Build-up Height before Floor Coverings: 20-30mm
Pipe Size: 16mm
Pipe Spacings: 150mm
Panel Size: 1200 x 600 x 20mm
LITE Panel: XPS 400kPa with aluminium single side foil face (spray adhesive fixing)*
Backer Board Panel: XPS 300kPa with double side cementitious coating (tile adhesive fixing)
Pipe Recommendation: 16mm PE-RT EVOH 5 Layer Pipe

* XPS 500kPa options available on request

Best for: Retrofit projects with no subfloor insulation
Insulated panel systems with foil-face (LITE) or cement-coated (Backer Board) exterior. 
These systems are bonded directly onto the subfloor. The pipework is installed into pre-routed channels and
then covered with self-levelling compound (unless being directly tiled onto).

Benefits:

Panels routed at standard 150mm spacings, to suit both boiler and
low temperature heat sources (non standard options are available)

Insulation and pipework in one system

Light-weight systems, easy to manage and cut on site and ideal for
upper floors, where system weight is often important

Allows quick progress - floor coverings can be applied almost immediately,
even where a self-levelling compound topper is being applied

Versatility - RetroTherm  Backer Boards able to overcome the challenge®

of less smooth floor surfaces, or previous substrate residues

Considerations:

INSULATED
UFH FLOOR SYSTEMS

RetroTherm  Backer Board®

(Double-side cement-coated)

RetroTherm  LITE®

(Foil-face top)

System heat up and cool down times are quicker than traditional screed.

A 10mm screed topper is recommended to protect system and radiate heat more consistently.

RetroTherm  LITE system requires a flat smooth floor to ensure a sound bond. If there are imperfections in the
substate, we recommend skimming with levelling compound or consider the RetroTherm  Backer Board system.

®

®

In open plan living areas, it is best practice not to mix underfloor heating floor system types. Overlays are ideal for
extended living areas where new build floor can be brought up to level and overlay system can be installed throughout.

Follow primer guidelines in installation guide for preparation of floor substrate and top of panels.

FACT SHEET
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PLEASE NOTE: Non-standard panel options are available. Please contact us to discuss your specific requirements. 

Perfect for Retrofits!
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