
Benefits:

RetroTherm MAX® 

Total System Build-up Height before Floor Coverings: 18mm or 25mm
Pipe Size: 12mm or 16mm
Pipe Spacings: 150mm
Panel Size: 1200 x 600 x 18mm or 1000 x 500 x 25mm
MAX Panel: High-density, reinforced gypsum dry screed (adhesive fixing)
Pipe Recommendation: 12mm or 16mm PE-RT EVOH 5 Layer Pipe

Best for: Retrofit projects with subfloor insulation

A dry screed routed panel system.

Panels routed at standard 150mm or 167mm spacings, to suit both boiler
and low temperature heat sources (non standard options are available)

Insulation and pipework in one system

Ideal for tight project timeframes - system is completely dry, enabling 
floor coverings to be installed within 24 hours

Robust panel structure supports direct tiling using a flexible tile adhesive, or
installation of floating 10mm laminate or bonded floors, with minimal preparation

DRY SCREED
UFH FLOOR SYSTEMS

Panels are heavier than the lightweight RetroTherm  LITE and Backer Board systems.®

A suitable cutting tool is required to cut panels to size for doorways and other areas where the design dictates.

In open plan living areas, it is best practice not to mix underfloor heating floor system types. Overlays are ideal for
extended living areas where new build floor can be brought up to level and overlay system can be installed throughout.

As boards are completely rigid, floor preparation is highly important and must be SR2 standard (ie. the maximum
allowable deviation (irregularity) of a floor surface is 5mm over a distance of 2 metres).

We recommend a 10mm leveller on all overlays. 

Considerations:

FACT SHEET

Contact us for a project quote!

PLEASE NOTE: Non-standard panel options are available. Please contact us to discuss your specific requirements. 

Ideal for Retrofits!

RetroTherm  MAX®

Low
Profile
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